
EPA/HEPA filters

190

tel. +48 22 854 01 59/60 www.ultramare.com.pl filtry@ultramare.com.pl

version 2023/1

Separators: hot melt
*Final pressure drop derived from 
the filter test standard: 450 Pa

Application: UltraClin filters are widely used in 
pharmaceutical, chemical, nuclear, optical, electronic 
and hospital industries.

Filtration material: filtration material made of 
pleated glass fiber resistant to humidity. 

Casing: made of galvanized steel, alternatively made 
of plastic.

* The final operating pressure drop of the filters should be checked in the 
technical documentation or consulted with the manufacturer of the equipment  
being operated.

UltraClin

1. High tear resistance
2. Rigid self-supporting design
3. Easy to replace
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We reserve the right to make changes to the technical specifications at any time without prior notice, resulting 
from the continuous improvement of our products. The values shown are approximate and may fluctuate within 

tolerances. HEPA filters (High Efficiency Particulate Air Filters) undergo complete quality control starting from 
checking the quality of components to a thorough inspection and control of the finished product.
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Technical data

Model and Size [mm] Filtration Class Efficiency  
[m3/h]

Initial Resistance 
[Pa] Filtration Area [m2]

BL-202/600/86,5-8 F8 200 90 3,2
LL-202/600/65-8 F8 200 55 3,2

BL-202/600/86,5-9 F9 200 130 3,2
LL-202/600/65-9 F9 200 85 3,2

BL-202/600/86,5-11 E11 200 160 3,2
LL-202/600/65-11 E11 200 115 3,2

BL-202/600/86,5-12 E12 200 170 3,2
LL-202/600/65-12 E12 200 125 3,2

BL-202/600/86,5-13 H13 200 195 3,2
LL-202/600/65-13 H13 200 145 3,2
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Final recommended pressure drop 450 Pa


