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Description: mounting frames are intended for easy 
installation of pocket, compact and casette filters in 
the ducts of ventilation and air conditioning systems. 
The frames can be made of steel, galvanized or 
stainless steel. The contact surface between the 
frame and the filter is sealed with a polypropylene 
sealing gasket. The filter is pressed against the 
mounting frame with four spring elements to ensure 
a perfect seal.
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All openings 7x10 mm
Height (A)
Width (B)
Depth (Sp)

Standard sizes chart
Mounting frame depth To mount filters with a frame depth of [mm]

75 mm 23
48

100 mm
23
48

48+23

140 mm

23
48
98

48+23
98+23

Height[mm] Width [mm] Depth in 3 sizes [mm]
305 305 75 100 140
610 305 75 100 140
610 508 75 100 140
610 610 75 100 140

Dimensioning table

Height [mm] Width [mm] Depth [mm] C 
[mm]

D 
[mm]

E 
[mm]

F 
[mm]

G 
[mm]

H 
[mm]

610 305 75 115 190 152,5 - 37,5 37,5
610 508 75 115 190 115 139 37,5 37,5
610 610 75 115 190 115 190 37,5 37,5
610 305 100 115 190 152,5 - 50 48
610 508 100 115 190 115 139 50 48
610 610 100 115 190 115 190 50 48
610 305 140 115 190 152,5 - 50 90
610 508 140 115 190 115 139 50 90
610 610 140 115 190 115 190 50 90
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